
Power ≤ 25 kVA
IEC/UNE-EN 61558-1
IEC/UNE-EN 61558-2-4

Power > 25 kVA
IEC/UNE-EN 60076-11

Single-phase transformer with galvanic 
isolation between primary and secondary, 
with excellent attenuation against electrical 
disturbances.

Built with degrees of protection:
 - IP00 without enclosure, for inside 
electrical cabinets.
 - IP23 metal enclosure, corrosion degree 
C3M ISO12944, for indoor use.
 - IP65 metal enclosure, corrosion rating  
C3H ISO12944, for outdoor use.

Single-phase 
isolation 
transformer

UL 5085-1
UL 5085-2

CAN/CSA C22.2 NO.66.1-06
CAN/CSA C22.2 NO.66.2-06

Optional:

- Galvanic isolation between network and load.
- Independent single-phase neutral generation, 
free from common electrical disturbances.
- In two-phase installations, to generate 
a single-phase system with a TN-S or TN-C 
neutral regime depending on the type of 
installation, additional differential switch 
protection is required.
- For isolated two-phase IT systems, 
an insulation monitor is required.

Applications

PRI VOLTAGE
230 V

POWER
3.15 ÷ 60 kVA

SEC VOLTAGE
230 V

Optional:

Certifications

Regulatory



INDUSTRIAL SECTOR
Series CN ISOLATION

TRANSFORMER
SINGLE-PHASE 

ISOLATION

INCORPORATED

DIELECTRIC VARNISH with high 
binding power that protects both 

the windings and the magnetic 
core from dust and moisture.

Lifting points

Impregnation

WHEELS included 
in IP23 with Type II 
enclosure.

AT THE UPPER PART for 
easy accessibility and wiring.

MARKED cURus 
optional in IP00.

Transport

Connection

UL

SERIES CN V
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ISOLATION

Electric schematic

SERIES CN

Technical specifications

POWER
3.15 ÷ 60 kVA

FREQUENCY
50/60 Hz

PROTECTION INDEX
IP00, IP23, IP65

TEST VOLTAGE
3 kV

230 V
PRI VOLTAGE

AMBIENT TEMPERATURE

230 V
SEC VOLTAGE

THERMAL CLASS
F (155 ºC)

ELECTRIC SHOCK
PROTECTION

Class I

 40 ºC(IP00)

 30 ºC(IP23)

 30 ºC(IP65)

SINGLE-PHASE 
ISOLATION 
TRANSFORMER



Technical data - standard models

POWER 
(kVA)

REFERENCES INTENSITY (A)

IP00 IP23 IP65 Primary Secondary

3,15 CN03 CNB03 CNP03 13,7 13,7

4 CN04 CNB04 CNP04 17,4 17,4

5 CN05 CNB05 CNP05 21,7 21,7

6 CN06 CNB06 CNP06 26,1 26,1

8 CN08 CNB08 CNP08 34,8 34,8

10 CN10 CNB10 CNP10 43,5 43,5

12 CN12 CNB12 CNP12 52,2 52,2

16 CN16 CNB16 CNP16 69,6 69,6

20 CN20 CNB20 CNP20 87,0 87,0

25 CN25 CNB25 CNP25 108,7 108,7

31 CN31 CNB31 CNP31 134,8 134,8

40 CN40 CNB40 CNP40 173,9 173,9

50 CN50 CNB50 CNP50 217,4 217,4

60 CN60 CNB60 CNP60 260,9 260,9

CN - IP00

CNB - IP23 CNP - IP65

I II

II

III

I III

INDUSTRIAL SECTOR
Series CN ISOLATION
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Dimensions - IP00

INDUSTRIAL SECTOR
Series CN

POWER
(kVA) REF.

DIMENSIONS (mm) WEIGHT
(kg) TYPE

A B C D E Ø

3,15 CN03 200 215 340 150 130 9 24 I

4 CN04 240 210 380 205 120 11 31 I

5 CN05 240 220 380 205 130 11 35 I

6 CN06 240 230 380 205 140 11 40 I

8 CN08 280 230 440 225 140 11 50 I

10 CN10 320 265 490 265 175 11 78 I

12 CN12 320 265 490 265 175 11 80 II

16 CN16 320 275 490 265 185 11 92 II

20 CN20 320 285 490 265 195 11 102 II

25 CN25 420 370 605 300 230 11 126 II

31 CN31 420 390 605 300 250 11 149 II

40 CN40 420 380 705 300 240 11 173 II

50 CN50 420 400 705 300 260 11 201 II

60 CN60 420 400 805 300 260 11 248 II

ISOLATION

I

II

V
1_

0
5/
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Dimensions - IP23

I

II

(*) Optional wheel

Code Type F (mm)

ACC00303 Fixed 110

ACC00482 Rotating 110

III

Type I has a lifting handle.
Type II has a built-in wheel.
Type III optional wheel. 

INDUSTRIAL SECTOR
Series CN ISOLATION

POWER
(kVA) REF.

DIMENSIONS (mm) WEIGHT
(kg) TYPE WHEEL

A B C D E Ø

3,15 CNB03 380 230 375 325 205 7 32 I

4 CNB04 475 345 540 320 320 10 44 II Included

5 CNB05 475 345 540 320 320 10 48 II Included

6 CNB06 475 345 540 320 320 10 53 II Included

8 CNB08 545 385 635 350 360 10 65 II Included

10 CNB10 615 425 710 400 400 10 98 II Included

12 CNB12 615 425 710 400 400 10 100 II Included

16 CNB16 615 425 710 400 400 10 112 II Included

20 CNB20 615 425 710 400 400 10 122 II Included

25 CNB25 775 575 940 480 550 10 161 III (*)

31 CNB31 775 575 940 480 550 10 184 III (*)

40 CNB40 775 575 940 480 550 10 208 III (*)

50 CNB50 775 575 940 480 550 10 236 III (*)

60 CNB60 775 575 940 480 550 10 287 III (*)

V
1_0
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Dimensions - IP65
POWER
(kVA) REF.

DIMENSIONS (mm) WEIGHT
(kg) TYPE

A B C D E Ø

3,15 CNP03 580 380 565 320 355 10 48 I

4 CNP04 580 380 565 320 355 10 52 I

5 CNP05 580 380 565 320 355 10 57 I

6 CNP06 650 415 340 350 395 10 70 I

8 CNP08 810 555 890 400 535 10 116 I

10 CNP10 810 555 890 400 535 10 120 I

12 CNP12 810 555 890 400 535 10 132 I

16 CNP16 810 555 890 400 535 10 140 I

20 CNP20 935 725 1240 560 685 15 215 II

25 CNP25 935 725 1240 560 685 15 240 II

31 CNP31 935 725 1240 560 685 15 262 II

40 CNP40 935 725 1240 560 685 15 290 II

50 CNP50 935 725 1240 560 685 15 336 II

60 CNP60 935 725 1240 560 685 15 365 II

I II
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Cabling, protection and fuses

Terminals

POWER
(kVA) REF.*

CNB - Presses CNP - Prensas PROTECCIONES 
PRIMARIO (A)

PROTECCIONES 
SECUNDARIO (A)

Ø max. (mm) Quantity Ø max. (mm) Quantity (D / aM) (C / gG)

3,15 CNx03 PG-29 2 PG-29 2 20 12

4 CNx04 PG-38 2 PG-29 2 25 16

5 CNx05 PG-38 2 PG-29 2 40 20

6 CNx06 PG-38 2 PG-29 2 50 25

8 CNx08 PG-38 2 PG-29 3 63 32

10 CNx10 PG-38 2 PG-29 3 80 40

12 CNx12 PG-38 2 PG-29 3 100 50

16 CNx16 PG-38 2 PG-29 3 125 63

20 CNx20 PG-38 2 PG-29 3 160* 80

25 CNx25 PG-48 3 PG-29 3 200* 100

31 CNx31 PG-48 3 PG-29 3 250* 125

40 CNx40 PG-48 3 PG-29 3 300* 160

50 CNx50 PG-48 3 PG-29 3 400* 200

60 CNx60 PG-48 3 PG-29 3 500* 250

CONNECTION MAX SECTION CONDUCTOR 
(mm2)

MAX. TIGHTENING TORQUE POWER (kVA)

Type Size (Nm) CN / CNB CNP

B3

6 mm2 10 0,8 - 1,2 3 - 4 3

10 mm2 16 1,2 - 1,8 5 - 6 4 - 5

16 mm2 25 1,2 - 2,0 8 - 10 6 - 8

R2 M10 150 27 12 - 60 10 - 60

(*)	x= -: CN (IP00)
	 x= B: CNB (IP23)
	 x= P: CNP (IP65)

B3 R2

Certification UL (Optional)
Certificate number 20181127-E354573.
UL Category XORU2/8 (Transformer, Construction Only - Component).
Powers from 3 to 100kVA.
Maximum voltage 600V USA (UL) and 750V Canada (CSA).
Only IP00.

(*) moulded case type magnetothermal switch adjust magnetic trip to x10In

INDUSTRIAL SECTOR
Series CN ISOLATION
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