
IP65 single-phase safety transformer  
with galvanic isolation between primary  
and secondary, intended for powering  
halogen spotlights in swimming pools, 
fountains, gardens, saunas, etc.

It guarantees the voltage adjusted to the LED 
within margins that ensure correct operation.

IEC/UNE-EN 61558-1
IEC/UNE-EN 61558-2-6

Single-phase 
swimming pool 
transformer 
(IP65)

PRI VOLTAGE
230 V

POWER
100, 300 and 600 VA

- For installations directly outside without an 
electrical cabinet. The watertight enclosure 
protects it from water jets from all directions 
and is completely dust-tight.
- Designed to power submersible halogen 
spotlights in swimming pools and fountains.
- Power supply for surface-mounted halogen 
spotlights in gardens, saunas and wet rooms 
where installation regulations require 12 V 
safety voltage.

Applications

SEC VOLTAGE
12 ÷ 14 V

CertificationsRegulatory



INDUSTRIAL SECTOR 
Series EPC LIGHTNING

SINGLE-PHASE SWIMMING 
POOL TRANSFORMER 

(IP65)

BY CONNECTIONS on the 
primary that allows correcting 
the voltage drop between the 
transformer and the light bulb, 
depending on the distance 
between both.

Regulation

SERIES EPC

WATERTIGHT Polycarbonate 
with IP65 protection rating.

Enclosure

AGAINST OVERHEATING AND 
OVERLOADS with an automatically 
resettable bimetallic thermal relay.

Protected

AGAINST SHORT CIRCUITS, 
incorporates a fuse of the appropriate 

calibre, accessible inside.

Protected

INTERNAL 
CONNECTION 
with cable glands 
included.
Ground terminal 
with separation 
barrier between 
input and output 
connections.

Power 
strip



LIGHTNING

Electric schematic

SERIES EPC

Technical specifications

FREQUENCY
50/60 Hz

THERMAL CLASS
F (155 ºC)

230 V
PRI VOLTAGE

TEST VOLTAGE
4 kV

ELECTRIC SHOCK 
PROTECTION

Class II

AMBIENT TEMPERATURE
40 ºC

SEC VOLTAGE
12 ÷ 14 V

PROTECTION INDEX
IP65

POWER
100, 300 and 600 VA

SINGLE-PHASE 
SWIMMING POOL 
TRANSFORMER (IP65)



B2

REF. CABLE SECTION
(mm²)

SPOTLIGHT 
P0WER

DISTANCE BETWEEN SPOTLIGHT 
AND TRANSFORMER

EPC100
2,5 100 W 1 - 8 m 10 - 16 m 16 - 25 m

4 100 W 1 - 12 m 16 - 25 m 25 - 40 m

EPC300
6 300 W 1 - 6 m 6 - 14 m 14 - 20 m

10 300 W 1 - 10 m 10 - 22 m 22 - 35 m

EPC600
6 2 x 300 W 1 - 6 m 6 - 14 m 14 - 20 m

10 2 x 300 W 1 - 10 m 10 - 22 m 22 - 30 m

PRIMARY CONNECTION 230 V 0 - 3 0 - 2 0 - 1

Selection guide

Dimensions
POWER 

(VA) REF.
DIMENSIONS (mm) WEIGHT 

(kg)A B C

100 EPC100 190 125 95 2,9

300 EPC300 220 170 120 5,5

600 EPC600 220 170 120 11

Technical data - standard models
POWER 

(VA) REFERENCES
INTENSITY (A)

Primary Secondary

100 EPC100 0,43 8,3

300 EPC300 1,3 25

600 EPC600 2,6 50

CONNECTION MAX. TIGHTENING TORQUE POWER (VA) 

Type Size (Nm) Primary Secondary

B2
M4 1,2 100 - 600 100

M5 2 300 - 600

Terminals

POWER 
(VA)

PRIMARY
PROTECTIONS 

(A)

SECONDARY
PROTECTIONS 

(A)

(T/D/Am) (F/C/Gg)

100 0,63 8

300 1,6 25

600 3,15 50

Protection

INDUSTRIAL SECTOR 
Series EPC LIGHTNING
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